Contatores tripolares
Tripolar contactors

/METALTEX

* Categorias de utilizacdo: AC-1, AC-3 e AC-4

¢ De acordo com as normas IEC 60947-4-1,
IEC60947-5-1 e EN 60947-4-1

* Bobinas para CA e CC

¢ Classes of service: AC-1, AC-3 and AC-4

* According to IEC 60947-4-1, IEC60947-5-1
and EN 60947-4-1

¢ AC and DC coils

Cédigo de compra / How to order

CT9-H53 11
l

Contatos auxiliares /
Auxiliary contacts
11 - INA+1NF /

Modelos / Models <«
CT9, CT12, CT22, CT32, CT40, CT50, CTé5,

CT85, CT100, CT125, CT150, CT180, 1NO+1NC
CT220, CT330, CT400 ou / or CT500. 22 - 2NA+2NF /
2NO+2NC

Tensao da bobina / Coil voltage <

B-24V  H-220/240V Y ;
C-48V L-380V Frequéncia da tenséo da bobina
D-42V O - 440V Frequency of coil voltage
E-110vV P-480V 0 - CC/ DC (até CT40 / up to CT40)

5-50/60 Hz

Caracteristicas dos contatos / Contacts characteristcs

CT

Linha / Type

CT100
CT9 cT32 CT50 CT125 CT400
Modelo / Models CT12 CT40 CT65 CT150 CT330 CT500 CT630
CT22 CT85 CT180
CT220
Arranjo dos contatos Principal / Main 3NA/NO
Contacts armangement Auxiliar / Auxiliary 1NA/NO + INF/ NC 2NA/NO + 2NF / NC
Vida elétrica / Electrical life (Oper.) 25x10° 15x 10° 10x 10° 5x10° 3x10° 1x10° 2x10°
Vida mecanica / Mechanical life (Oper.) 2,5x10° 2x10° 2x10° 1x10° 0,5x10° 0,3x10° 0,3x10°
Ciclo de operagdes / Operation cycles (AC3) (Oper./h) 1800 1800 1200 1200 600 600 600
Tensao de isolag@o dos contatos principais
Insulation voltage of main contacts - IEC 690V
Tens&o de operagdo nominal dos contatos principais
Rated operation voltage of main contacts - IEC 690V 1000v
Grau de protegdo / Protection degree P20
Temperatura de armazenamento
Storage temperature - IEC -40~70°C
Temperatura de operagao / Operating temperature -20 ~ 55°C
Umidade relativa / Relative humidity 45 ~ 85% (sem condensagéo / non dew)
Posicédo de operagdo / Operating position +30°
Caracteristicas da bobina / Coil characteristcs
Modelo / Model CT9a/to CT22 CT32a/to CT40 CT50 a/to CT85 CT100 a/to CT220 CT330 a/to CT400 CT500 a/to CT630
:fl"c”fzg ‘igf;;;”;ﬁ‘f”m min. 70% Vn 70% Vn 70% Vn 70% Vi 70% Vn 70% Vn
< Partida / Inrush (VA) 95 95 220 380 571 1000
o2 | CA/AC
% g Acionada / Sealed (VA) 9 9 17 11,6 14 29
53 Partida / Inrush (W) 7 9 - - - .
© 3| cc/pec
Acionada / Sealed (W) 7 9 - - - -
Arranjos de contatos / Contact arrangements
1 3 5 43 31 A1 13 21 1 3 5 43 31
311 A|1 L1 L|2 L|3 N|O NC 322 NO NC L1 L2 L3 NO NC

T |

I
A2 T1 T2 T3 NO NC A2
2 4 6 44 32

NO NC T1
14 22 2 4
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T

T2 T3 NO NC
6 44 32
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Contatores tripolares

CT

Tripolar contactors Linha / Type
Especificagdes / Specifications
Tensio . A Tamanho / Size (mm) B
Modelo AC1 (IEC) T Capacidade / Capacity AC3 (LxAxXC)/(WxH xD) Aparéncia
Model Ith (A) Appearance
30 le (A) P (KW) P (HP) CA/AC cC/DC
200 /240 11 25 3
380/ 440 9 4 5
cT9 25 500550 ; 4 . 44x80x 86,8 44x80x 118
690 6 4 5
200/ 240 13 35 45
380 / 440 12 55 7
: 44x80x 86,8
CT12 25 T - 75 10 %80 x 86, 44x80x 118
690 9 75 10
200/ 240 2 55 7
380/ 440 2 11 145
’ 44x80x 868
CT22 40 500550 20 15 20 x 80 x 86, 44 x80x 118
690 18 15 20
200/ 240 32 75 10
380/ 440 32 15 20
68%82% 94,5 68 x82x 120
crs2 %0 500/550 28 185 25 xoex xoex
690 20 18,5 245
200/ 240 40 11 145
380/ 440 40 18,5 245
: ’ 68 %82 % 94,5
CT40 60 5001550 2 ” 208 X82x 68 x82x 120
690 23 2 295
200/ 240 55 15 20
380/ 440 50 2 295
: 94 x 1235 x 117,4 —
CT80 80 500/ 550 43 30 40 Ex
690 28 30 40
200 /240 65 18,5 245
380/ 440 65 30 40
94x1235x 17,4 —
cTes 100 500 / 550 60 33 44 XX
690 35 33 44
200/ 240 85 25 335
380/ 440 85 45 60
94x1235x 117,4 =
cT8s 139 500/ 550 75 45 60 EX
690 45 45 60
200 /240 105 30 40
380/ 440 105 55 735
’ 100 x 165 x 157 —
crioo 150 500/550 85 55 735 Ko x
690 65 55 735
200/ 240 125 37 496
380/ 440 120 60 80
CT125 150 = = - 80 100 x 165 x 157 =
690 70 60 80
200/ 240 150 45 60
380/ 440 150 75 100,5
CT150 200 5001550 0 % 1208 120 x 175,8 x 157
690 100 90 1205
200/ 240 180 55 735
380/ 440 180 90 1205
’ 138 x 203 x 181 —
CT180 20 500/ 550 180 10 1475 xaex
690 120 110 1475
200 /240 250 75 1005
380/ 440 250 132 177
CT220 260 500550 200 152 o 138 x 203 x 181 —
690 150 132 177
200 /240 330 100 134
380/ 440 330 200 268
213X 206 x 219 =
cTs0 400 500 / 550 310 200 268 XeRx
690 200 200 268
200/ 240 400 110 1475
380/ 440 400 250 335
CT400 500 500550 400 e 3445 213X 206 x 219 —
690 305 280 357
200/ 240 500 147 197
380 /440 500 295 395,5
: 233 x 238 x 232 =
CTs00 700 500/550 450 355 476 xesex
690 355 335 449
200/ 240 630 200 268
380 /440 630 400 536
309 x 304 x 255 —
CT630 1000 500 /550 600 400 536 X
690 460 450 603
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Contatores tripolares
Tripolar contactors

Blocos de contatos auxiliares / Auxiliary contact blocks

CT

Linha / Type

Bobinas / Coils

Uso com / Suitable for

9 - CT9 a/to CT40

50 - CT50 a/to 85

Mechanical interlock

] . . Uso com Tamanho / Size (mm)
Tipo / Type Arranjos dos contatos / Contact arrangements Montagem / Mounting Suitable for (LxAXC)/ (Wx HxD)
CTAL1-11 INA+INF / INO+1INC Lateral / Side CT9 ~CT85 12 x 62,5 x 53

[A][7] :ANA+INF / INO+1NC [0][2] :2NF /2NC
CTAT2- [1[] IZ"E “INAJ2NO Frontal / Top CT9 ~CT85 23 x 48 x 37
[2][2] : 2NA*2NF / 2NO+2NC [0][4] : 4NF 1 4NC
- Frontal / T ~
crare- D10 (3] : NA+INF/3NO+INC [4][0] : 4NA/4NO fontal/ Top CT9~CT85 45X 48 x31
Especificagdes dos contatos auxiliares / Auxiliary contact characteristics
Tens&o de isolagao / Rated insulation voltage (Ui) IEC(V) 600
Tensao de operagdo nominal / Rated operational voltage (Ue) IEC(V) 600
Corrente térmica / Thermal current (Ith) (A) 16
Corrente de operagéo nominal 120v 6
Rated operational current (A) IEC 60947-5-1 240v 3
380V 1,9
AC-15 480V 15
500V 14
600V 1,2
125V 1,1
pe-13 250V 055
Acessérios / Accessories
Intertravamento mecénico Supressor

Surge suppressor

CTB 9 _ B 5 _, Frequéncia da tenséo Modelo Uso com Tamanho / Size (mm) Modelo / Model CSS-3H
Voltage frequency Model Suitable for (LxAxC)/(WxHxD) -
5 - 50/60Hz CTI-9/85 CT9~CT85 145 %51 x 475 Tipo / Type Varitor sem LED
0 - CC (somente para CTB9/24V) d ' o
DC (only for CTB9/24V) CTI-100/150 | Ct100 ~ CT150 49X 60,5 x 85 Tenso / \Voltage 200-240VCA [ VAC

Tenséo de bobina CTI-180/220 Ct180 ~ CT220 49%60,5x 85 Tamanho / Size (mm) 12528 %26
Coil voltage (LxAXC)/(WxHxD) Xeox
C-48V  L-380V CTI630 C1500 ~ CT630 —
D-42V O - 440V

150 - CT100 a / to 150
220 - CT180 a / to 220

E-110V P- 480V

Blocos de contato para manobra de capacitor / Contacts block for capacitor maneuver

Para CT9 a CT40
For CT9 to CT40

Para CT50 a CT85
For CT50 to CT85

CTC-9 CTC-50
C:‘:ﬁn;g:;d(;ogat;taocigg:a Corrente norminal Capacidade / Capacity (kVar) Tamanho / Size (mm)
Contactor + Contact for el (LXxAXC)/ (W xHxD)
capacitor maneuver (In) (A) 220-240 400-440 550-600
CT9 +CTCY 14 5 97 14

CT12+CTCY 18 6,5 12,5 18 56 % 140 X 122,5

CT22+CTCY 26 10 18 2

CT32+CTCY 36 15 25 36

CT40 + CTCY 48 20 33 48 68x140x130

CT50 + CTC50 58 222 40 58

CT65 + CTC50 66 25 457 66 94X 170 X 67

CT85 + CTC50 92 35 60 92
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