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Product Technical Specifications
P/N 426-PW

Radiation Pattern Directional
 - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -
Gain 9 dBi
 - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -
Beam Width H65˚  V55˚
 - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -
Bandwidth VSWR < 1.5:1 824-894 | 1850-1990 | 2400-2500 MHz
 - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -
Impedance 50 ohms
 - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -
Max input power 50 watts
 - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -
Dimensions 7” OD x 9” h x 1.75” d (178 x 228 x 44.5 mm)
 - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -
Weight 1.1 lbs. (.3 kg)
 - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -
RF Connector Type N female
 - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -
Installation Wall mount (included)
 - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -
Dome Color White
 - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -
Temperature -40 to +167˚ F (-40 to + 75˚ C)
 - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -

Digital Antenna’s high performance 9 dBi multi-band panel antenna is designed to be mounted
indoors or outdoors with the included wall bracket or optional pole mount. Model #426-PW is 
compatible with all Digital Antenna PowerMax™ repeaters.

Model #426-PW, panel antenna, gives 65˚ coverage in the horizontal plane with a vertical beam
width of 55˚.

Features
• For use indoors or outdoors.
• High gain, low profile.
• Multiple bands.
• Focused power captures more signals.

PowerMax™ Series:  426-PW

Mount: Included wall mount. 
Connector: Highest quality Type N female.
Cable: Not included – use PowerMax™ cable.


