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Cable de conexión S5- PC (TTY/RS232) 
 
 
 
Aplicable a STEP5, S5, cables, RS232 
 
Para conectar un PC a un controlador S5 se requiere un conversor RS232/TTY.  Siemens 
ofrece este conversor, sin embargo la conexión hacia el PC es de 25 pines, razón por la 
cual se requiere adicionalmente un adaptador de 25 pines a 9 pines (conexión DB9 para la 
interfase RS232 del PC). A continuación se adjuntan imágenes de los componentes y sus 
respectivos números de referencia. En el caso del Adaptador se recomienda un tercero 
para el suministro, no obstante puede ser cualquier otro fabricante que ofrezca un 
adaptador de las mismas características. 
 
 
 

 
 
 
 
 

Material / Descripción Número de referencia Suministrador 

Cable conversor Siemens 
TTY/RS232 
PLC 15 pines / PC 25 pines 

6ES5 734-1BD20 Siemens AG 

Adaptador (conector de 9 pines 
con conector de 25 pines) 982075-14 Conrad Elektronik 

www.conrad.de 
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Pinado Adaptador DB9 –DB25 
 
DB9     DB25 
3-----------------------------------2 
2-----------------------------------3 
7-----------------------------------4 
8-----------------------------------5 
6-----------------------------------6 
5-----------------------------------7 
1-----------------------------------8 
4-----------------------------------20 
9-----------------------------------22 
 
 
 
This adapter will enable you to connect a 25 pin serial cable to a 9 pin connector at the 
computer. 
 
 

(To the Computer). 
 

(To the Serialcable). 
 
 
9 PIN D-SUB FEMALE to the Computer. 
25 PIN D-SUB MALE to the Serialcable. 
 
 
 9-Pin 25-Pin 
Carrier Detect 1 8 
Receive Data 2 3 
Transmit Data 3 2 
Data Terminal Ready 4 20 
System Ground 5 7 
Data Set Ready 6 6 
Request to Send 7 4 
Clear to Send 8 5 
Ring Indicator 9 22 
 
 


