/METALTEX

Conector placa-cabo 2,50mm / 2.50mm wire to board connector

SP

Chave de cédigo / How to order

SP -l _ 2 a/ to 15 contatos / contacts ” 35
i M A .f

MC - Macho para PCI - 180° / Male for PCB - 180°
MN - Macho para PCI - 90° / Male for PCB - 90°
F - Alojamento / Housing

O codigo do terminal utilizado no alojamento SPF1 é o SPT1.
The p/n of the terminal used with SPF1 housing is SPT1.

Especificagbes / Specifications

Capacidade do contato / Rated current 3A

Tenséo de operagdo max. / Maximum operating voltage 250 VCA ou VCC / VAC or VDC

Resisténcia de contato méx. / Max. contact resistance 20 mQ

Resisténcia de isolacdo / Insulation resistance 1000MQ min. (500VCC/VDC)

Rigidez dielétrica / Withstanding voltage 800 VCA / VAC (1 minuto / minute)

Temperatura de operacdo / Operating temperature range -25° a/to 85°C

Material do isolador / Insulator material PA 66 UL94V-0

Material dos contatos / Male contact material Bronze fosforoso estanhado (fémea) e latdo estanhado (macho) /
Phosphor bronze tin plated (female) and tin brass (male)

Fios aplicaveis / Applicable wires AWG 22-28

Dimensées / Dimensions

SPMN1 SPMC1 SPF1 SPT1
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Contatos
Contacts A B
2020 2 2,50 | 7,50
-(%)- -$- 3 3,08 1(2),0
4 ,5 12,5
1.020,05 5 10,0 15,0
6 12,5 17.5
7 15,0 20,0
8 17,5 22,5
9 20,0 25,0
10 22,5 27,5
11 25,0 30,0
12 27,5 32,5
13 30,0 35,0
Tolerancia / Tolerance: + 0,2 mm 14 32,5 37,5
Todas as dimensdes em milimetros / All dimensions in milimeters 15 35,0 | 40,0
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