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Conector modular chanfrado fémea para PCI / PCB cogged modular jack connector

TFN1

(C()digo / Code Via Contatos Fixacéo
90° Ways | Contacts Fixed
TFN1-64P 6P 4C sem aba/without wing
TFN1-88P 8P 8C sem aba/without wing
TFN1-64P-A 6P 4C com aba/with wing
\ TFN1-88P-A 8P 8C com aba/with wing )

Especificagdes / Specifications

Corrente méaxima / Current rating 2 A

Tens@o méxima / Voltage rating 125 VCA / VCC (VAC / VDC)

Resisténcia de contato max. / Maximum contact resistance 20 mQ

Resisténcia de isolacdo min. / Minimum insulation resistance 10 MQ

Rigidez dielétrica / Withstanding voltage 1000 VCA / VAC (1 minuto / minute)

Temperatura de Operagéo / Operate temperature range -25°C a (to) +125°C

Material do isolador / Insulator material Poliéster (Polyester) UL94V-0

Material dos contatos / Contact material Bronze fosforoso dourado / Phosphor bronze with gold flash finish

TFN1-64P TFN1-64P-A TFN1-88P TFN1-88P-A
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Diagrama PCI / Printed circuit layout
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Vista de baixo / Bottom view Vista de baixo / Bottom view

Tolerancias ndo indicadas / Not indicated tolerance : £ 0,2 mm
Todas as dimensdes em milimetros / All dimensions in milimeters




	Page 1

